
JSM10N50D
500V N-Channel MOSFET

Description：

This N-Channel MOSFET uses advanced trench technology and

design to provide excellent RDS(on) with low gate charge.

It can be used in a wide variety of applications.

Features：

1) VDS=500V,ID=10A,RDS(ON)<0.7Ω@VGS=10V

2) Low gate charge.

3) Green device available.

4) Advanced high cell denity trench technology for ultra Iow RDS(ON).

5) Excellent package for good heat dissipation.

Absolute Maximum Ratings：(TC=25℃ unless otherwise noted)

Symbol Parameter Ratings Units

VDS Drain-Source Voltage 500 V

VGS Gate-Source Voltage ±30 V

ID
Continuous Drain Current-TC=25℃1 10 A

Continuous Drain Current-TC=100℃1 5.7 A

IAR Avalanche Current 9.0 A

PD Power Dissipation 30 W

EAS Single pulse avalanche energy 190 mJ

TJ, TSTG Operating and Storage Junction Temperature Range -55 to +150 ℃

Thermal Characteristics：

Symbol Parameter Max Units

RƟJC Thermal Resistance,Junction to Case1 1.8 ℃/W

RƟJA
Thermal Resistance,Junction to Ambient 62.5 ℃/W
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Package Marking and Ordering Information：

Part NO. Marking Package

10N50 TO-252

Electrical Characteristics：(TC=25℃ unless otherwise noted)

Symbol Parameter Conditions Min Typ Max Units

Off Characteristics

BVDSS Drain-Sourtce Breakdown Voltage VGS=0V,ID=250μA 500 --- --- V

IDSS Zero Gate Voltage Drain Current VDS=500V, VGS=0V --- --- 1 μA

IGSS Gate-Source Leakage Current VGS=±30V, VDS=0A --- --- ±100 nA

On Characteristics

VGS(th) GATE-Source Threshold Voltage VGS=VDS, ID=250μA 2 --- 4 V

RDS(ON) Drain-Source On Resistanc2 VGS=10V,ID=4.5A --- 0.65 0.7 Ω

Dynamic Characteristics

Ciss Input Capacitance

VDS=25V, VGS=0V, f=1MHz

--- 1010 ---

pFCoss Output Capacitance --- 155 ---

Crss Reverse Transfer Capacitance --- 18 ---

Switching Characteristics

td(on) Turn-On Delay Time

VDD=250V , VGS=10V ,

RG=25，ID=9A

--- 23 58 ns

tr Rise Time --- 93 218 ns

td(off) Turn-Off Delay Time --- 53 118 ns

tf Fall Time --- 58 128 ns

Qg Total Gate Charge
VGS=10V, VDS=400V,

ID=9A

--- 26 35 nC

Qgs Gate-Source Charge --- 6 --- nC

Qgd Gate-Drain “Miller” Charge --- 11 --- nC

Drain-Source Diode Characteristics

IS Continuous Source Current - --- --- 9 A
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VSD Diode Forward Voltage2 VGS=0V , Id=9A --- --- 1.45 V

Trr Reverse Recovery Time IF=9A , dI/dt=100A/µs ,

TJ=25℃

--- 300 --- ns

Qrr Reverse Recovery Charge --- 2.2 --- nC

Notes:
1, L=8mH, IAS=9A, VDD=50V, RG=25Ω, Starting TJ =25°C

2, Repetitive Rating : Pulse width limited by maximum junction temperature

3, Pulse Test : Pulse Width ≤ 300μs, Duty Cycle ≤ 2%

4, Essentially Independent of Operating Temperature

Typical Characteristics：

0                1                2                3                4                5
0

120

VDS(V)
0              1.5             3.0             4.5            6.0             7.5

0 VGS(V)

ID (A) ID (A)

TJ=125℃

VGS=3V 25℃

90

60

30

5V

10V
120

90

60

30

6V

8V

Figure1: Output Characteristics Figure 2: Typical Transfer Characteristics
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Figure 3:On-resistance vs. Drain Current Figure 4: Body Diode Characteristics

JSM10N50D
500V N-Channel MOSFET

                            

 
 

JS
MI
CR
O 
Se
mi
co
nd
uc
to
r

www.jsmsemi.com 第3页,共6页



0                   10                   20                   30                  40
0

6

2

4

8

10

Qg(nC)

VGS(V)

  0              10              20              30              40              50

VDS(V)

Coss

Crss

Ciss

  102

VDS=30V
ID=20A

  103

  104

C(pF)

Figure 5: Gate Charge Characteristics Figure 6: Capacitance Characteristics
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Figure 7: Normalized Breakdown Voltage vs.
Junction Tem erature

Figure 8: Normalized on Resistance vs.
Junction Tem erature
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Figure 9: Maximum Safe Operating Area Figure 10: Maximum Continuous Drain Current
vs. Case Tem erature

JSM10N50D
500V N-Channel MOSFET

                            

 
 

JS
MI
CR
O 
Se
mi
co
nd
uc
to
r

www.jsmsemi.com 第4页,共6页



10-6      10-5      10-4       10-3       10-2      10-1        100        101

10-2

TP(s)

ZthJ-C(℃/W)

PD
M

t1
t2

10-1

100

101

D=0.5
D=0.2
D=0.1
D=0.05
D=0.02
D=0.01
Single pulse

Notes:
1.Duty factor D=t1/t2
2.Peak TJ=PDM*ZthJC+TC

10-3

Figure.11: Maximum Effective
Transient Thermal Impedance, Junction-to-Case
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Package Outline: TO-252

R

M 5.10 5.50 0.201 0.217

N 2.09 2.49 0.082 0.098

L2 2.70 3.10 0.106 0.122

H 0.40 1.00 0.016 0.039

F 0.30 0.60 0.012 0.024

G

L1

0.70 1.20 0.028 0.047

E1 0.60 0.90 0.024 0.035

E2 0.70 1.00 0.028 0.039

C 2.10 2.50 0.083 0.098

D 0.30 0.70 0.012 0.028

A1 0.00 0.16 0.000 0.006

B 5.70 6.30 0.224 0.248

Symbol
Dimensions In Millimeters Dimensions In Inches

Min. Max. Min. Max.

A 6.30 6.90 0.248 0.272

Y 5.10 6.30 0.201 0.248

9.60 10.50 0.378 0.413

0.30 0.012

T 1.40 1.60 0.055 0.063
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